
i! D.1. CARBON ADSORPTION MONITORIN<3LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 
Condition 0.1.17 Record Keeping Requirements (c) 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 
,(ll 

Instrument Calibration Gases: 

Background Instrument Reading: 

location of Carbon Unit Status Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Vapor Recovery System: Down 

CARBON OR FLARE* 

SDS Shredder Down 

ATDU I OWS unnip)g Down 

// 
Area 8 --Tanks 52,53,54 rurj"g Down 

Tanks 02 throu h 04 ~ \ 

Distillation Unit ~ni99 Down 

X . \. 

Tank 51 / Rt:l1\nir9 
}I 

Down 

Tank 55 )<R.u-rf~ing Down 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1. j 0 Carbon Adsorber/Canister M.onitoring 
'1. Condition 0.1.17 Re<.:ord K€?eping Requirem·ents (c) . 

PCI shall docume'nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ·: · . ) (' ~· . · 
,• . . '7(, . f\ ....._. ;(] <) v-4 

Date of lnjpec~7m: 
· · /(; I /1 

· iJ 1 Time:_ ::): fv/) 

Shift: ~or Seconl;i) 
.~ .. 

Monitor ID: 
K ·c 2600 'v'\' 

Instrument. Calibration Ga~es:_;_. / 
. X-s d .h '--' y '{_ H .;2_ 1 O() ,o(lvv;. 

Ba·ckground Instrument Reading: 

Location of Carbon Unit status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON. OR-~ / - /) ll) -~ - .-

SDS Shredde~ .Run7 Down 

i l q D 1]_ - -
ATDU I OWS Ru7 

Down 

1oc ~r fl 6: f () -
I -

Area 8 --Tanks 52,53,54 Ru7 
Down ~· f) tJ 2. {, .0 -

(Tanks 02through 04) /l/) - I 

Distillation Unit Ru7 Down 

ff ,A) J. ( i ~ 6 7 6 - - . 

Tank 51· Ru~ Down (i tq, I 4 ''f 
?\ () AJ - -.. .. . / 

Tank. 55 Ru~g Down 

·~ ~~-- 0 4 N (j_, 8 - --

: .! Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Background Instrument Reading: 

location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 
Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 
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D. 1. CARBON ADSORPTION MONitORING LOG FOR DAILY AND QUARTERLY 

• i Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

,: .. 1: 

' Condition 0.1'.17 Ret.:ord K<?eping Requirements (c) 

• 

PCI shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ·· ~-r- 'r) ( , ~ . 
. (_ {j '-'/J Co/'] 

Date ~~~Le~tibn: . . to 1 · 
{}I Time:. 

.s"·()o f 
Shift: ~or Seco_m;.l) 

. ... .. 

Monitor ID: 
'"; (c__~ louo 

Instrument _Calibration Gases: / 
· :£s-. b:...,--/\1 ~"' ~ !c-)() t I' fo/} 

Background lnstrunii:mt Reading: 
(),0 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recov~stem: Running Down 

/ -~. - ll A) - ·-
CARBON OR LAR 

SDS Shredde)---/ Run/ Down 
0 IJ- - ! 

fl l A) - I 
ATDU I OWS. · Ru7 Down 

/) 6, I /} - I A) - --
Area 8 --Tanks 52,53,54 Runyfl. Down 

(J f} (Tanks 02through 04) .Jl!'\ () /IJ - -
I "-" 

Distillation Unit Run/g· Down 19 A) ~ll ~' ~ 
- - ---L· 

Tank 51- Ru/g Down 
ll) (1 4 !I) 

!~~ 

qi s 0 - _.. 
.. 

Tank. 55 R~.rig Down 

J 1) - -
--- ----- -- ----- ----- - ------ - -

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONitORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
·\. Condition 0.1.17 Ret.:ord Kfieping Requirements (c) 

PCI shall docume'nt compliance Qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: :· ~; , ~''"] ./} j/:c 
· .. · \ //~1 L · tl . ;oc:_ 

Date of Inspection: · I TiMe:. cY:. '1Z . . !{) -1 ~:Z:;t; 
Shift: (First o(Sec~) . iJ .~ 

. . ' . YA 
Monitor ID: 

/1 1 /; 1 f("'"-E. Q,:;::) t::>C/~ 
Instrument. Calibration Gas_es: . , . 

· · · . ~5/ j 6t~ vk:/1. t;/L r 66 ;··p .·/1 

Background Instrument Reading: ( 

,0 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

~~ecovery System: Running Down/ 

)( /' 

/1) 
..---------v/. ·- -

/ CARBOW OR FLARE* 
.. --, -· 

SDS Shredder Runnfng ~- rj 
t!U 

-
I ltJ P G 

....-~· 
~ 

ATDU I OWS.-. · Running Down, ·""/ II lj v !);f. I, q 0 ~ 
~ .-

Area 8 --Tanks 52,53,54 Running 7 
/ 

0 
~ 

_{Tanks 02through 04) / ,J I~ ,, •7 ' ;t/ ~/' 

.------· I; '; 

Distillation Unit Running D/p/ 
~ s· 0 II rAJ .----

'~<;(~. --~/ 

Tank 51· Running D7 .278'') 0 ll /1) - ·r: 
/. q ~· 

'. 
("" 

Tank 55 Runnirig ~ 
/ 

!') /( ;J ,/' 

( 7 ('I \.) 
c-·-· 

t J, .---
,,_ ·- -- . " ... 

Revised 2/i 0/09 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 
Condition 0.1.17 Re<.:ord K!?eping Requirements (c) . 
PCI shall docume'nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
and the tan-ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONBYSTEM INSPECTION 
Inspector: --

1 
j (_ 

7
-/ _ 

- - e ov-v-.-;9 c ~ 

Date o~j_s~c~ipn: · 
. . /j; J / y 

· f/ 1 Time:_ - o.fJ~ 
Shift:~or Seco_m;:l) 

.~ -. 

Monitor ID: 
:11; tf2c..t.- ,J-uo 6 

lnstrument __ Calibration Gases: . .....,-'- -
1

}J ,)
1 

/e 
; _J_ 5o 'L. y ''f. i-"t e t6o:frft11i 

Ba~ckground lns~~uniemt Reading: G, O I 

Location of Carbon Unit status Inlet Exhaust Visual Carbon Spent Carbon Placed in 
Control Device Insp. Replacement Roll Off Box No. for 

Offsite Combustion 
YIN Date Time 

Vapor ~eco~-:?tem: Ru7/ Down 

# /1) ·--- -- ·-CARBON OR FLAR 

SDSShredd~ .Run7 Down 

0 ;7 - -
.?-- i( IU 

-
ATDU I OWS.-. ' Run7 Down 

(j I I 6 fl ( AJ - --I 

Area 8 --Tanks 52,53,54 Run7 Down 1 ~; (Tanks 02through 04) 
I (); l 6 /} It) - -

Distillation Unit Ru7g· Down 
J_ ~) 

! 
H A} .J, I () - -

Tank 51- R/ng Down 
l ~ I L - 0 II tJ -·=a 

{ I ' 
- -'- .. }_. 

Tank 55 ~Lng Down 

11)J.(. ji-(1 ::, ·o fj /1) - - -

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 
Condition 0.1.17 Record Keeping Requirements (c) 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Down 
~~=·~~<>~~ 

CARBON OR FLARE* 

SDS Shredder Down '~--~ 

ATDU I OWS Down 

Area 8 --Tanks 52,53,54 
Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M-onitoring 

Condition 0.1.17 Record KE;!eping Requirem~nts (c) . 

PCI shall docume'nt compliance l::ly monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,· 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note . 

D.l.l4 CARBON ADSORPTIONSN'STEM INSPECTION 

Inspector: .. · J L · 4 · 
· .. ~ 6 .;{!_ ' ./1 . ..· f ~-, 

Date of lqspection: · fj j Time:_ f! 
' 1{)/ ii /(j' 

< 

Shift:~ or Seco_nd) 
.... 

'' 

Monitor ID: fl~1 • . f., . <~-: 

!• t_j_ i c._ (__ cd_oac~ 
Instrument. Calibration .Gase~: . f't · 

· !'T.~om{_, }.:. ~"1 G 1oa (P~~ 
Ba~kground lnstruniemt Reading! · 

' ' 0 /"" . 
. ' • c u . 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor ~ecov~~tem: Running Down 

~ ·-· If ;J - . --"' 

CARBON OR (FLARE* 

SDS Shredde~ Ru/g Down 
0 !1- It) t{ :) 

- -
ATDU I OWS.·. ' Ru/g Down 

/ (L l 0 If l u -- -

Area 8 --Tanks 52,53,54 Ru7 
Down 

.'J II 7 j /} !J {Tanks 02through 04) t () - - -
1 r 

Distillation Unit Ru7 
Down !}_ tJ 

~ 

(;L q I n c/ j () Ql - -. 
Tank 51· . Ru/g Down ;· b l If 

\,, 
·-, 

() tJ !' ) - -
'' 

Uc 

Tank 56 Ru£/g Down ,g 
I I 

- - ~ 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITOR . .J LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
Cnerrra 5cw~~ 

Date of lnspect~n: J Time: 

( o. <?. fl.. < lf";V\. 
Shift: (First o~d) 

Monitor ID: 
,M:V\; ~~ 2~D 

Instrument Calibration Gases: lg I 
-:r '?6 u+x -e(/1. -e 1 Qj fJfJ tf'. 

Background Instrument Reading: 
J t!' 

0-0 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down -- -- A ;v ,-- ...-

CARBON OR FLARE* ~ 

SDS Shredder Running Down 
0 1-\ ;2o 1 )/ - --..,.-/ 

ATDU I OWS Running Down 
t. I A V" <1 ( 5s' 6 A/ - ,... ,. 

Area 8 --Tanks 52,53,54 Running Down 
-:) (od!-1 ~- & 1\ (Tanks 02 through 04) / 0 /1/ - ~ 

Distillation Unit Running Down 
o. I 1-) 

~ II II C) ;./ ~ - -

Tank 51 Running Down - 0 A 
. 

').. 7( ~ (. '15 
,...._._ 

v--- 1\/ - ! 

Tank 55 Running Down 
[&(o t4 IV - I 

/ L/_9' -
0 

Revised 2110/09 
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D. 1. CARBON ADSORPTION MON!TOk"'!G LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M-onitoring 

" Condition 0.1.17 Re~.;ord Keeping Requirements (c) 

PCI shall document compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

inspector: 

Date of Inspection: 

· · Oc-\ 5 
Shift: ~FirsLbr Second) 

Monitor ID: 

Instrument. Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON·O~ 
SDSShred~ 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02throu h 04 

Distillation Unit 

Tank 51· 

Tank 55 

Revised 2/10/09 

Unit Status 

I Running I Down 

I Run/ I Down 

J Runniqg 

/ 
I Down 

Runnivg I Down 

/ 
Ru7g I Down 

I Ru7 I Down 

JR/{ I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITO~ S LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: -~ j (~ 
7

-) _ 

e c~ G~ 

Date o} lnft·etion: 
1D tc t<- ~ 

(/ j Time: 57 
Shift: (First or~ 

Monitor ID: , £_ 
t11/l c '"~ ,· _""' -<._., {:26rr; r) 

Instrument Calibration,Gas~s: /~ 

JsohiA-r<l -~-cLc 

' 

leo fl 
Background Instrument Reatfing: 0 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Runnil)9 Down 

,r:,7~· / -- - -
CARBON OR fLAR * 

-

SDS Shredde~ Ru~/9 Down 

L;_ & ~ It ;U - ~ 

ATDU I OWS Ru7 
Down 

Lf t../ (/ CJ #- !U (J' ~~ -- -
Area 8-- Tanks 52,53,54 Ru~7/ Down I 

6 I) tr) ! i i 
i 

0 '"l 
- -~--

_(Tanks 02 through 04) 

-

Distillation Unit Ru7 
Down 

ci rs?; I I It ~) 
- -

/2' D 
,...... 

Tank 51 Running Down ~ /c/ 3 ~ I 0 # A) 
/~ 

-
' 

Tank 55 RuVS Down ./ 4 !U 
I 

/1 I .5 O,,D i 
- - I 

Revised 2110/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 o Carbon Adsorber/Canister M-onitoring 

Condition 0.1.17 Ret.:ord Keeping Requirements (c) 

PC! shall docume'nt compliance Qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ·· 

Monitor 10: 

Instrument. Calibrat~on Gases:~ 

Ba·ckground lnstrumemt Reading: 

Location of Carbon 

Control Device 
Unit Status 

Running I Down 

CARBON 

SDS Shre .Runnfng Down 

ATDU I OWS.· . . ;"• Running Down 

/ 
Area 8 --Tanks 52,53,54 Running I Down 

Tanks 02-tl-irou h 04 /' 

Distillation Unit Ru7ng_ I Down 

Tank 51· I Running I Down 
/' 

/' 

Tank. 55 ·1 Run~ I Down 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

\3onditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

Condition 0.1.17 Record K~eping Requirements (c) · · . 

PCI shall docume.nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ·· . :J {_, · if · 
. . --r-e o ,/!A. .tf o J1 

Dat~ _of lns0e~tion: ¥ /Time:_ '/fi¥J 
· . tc/7 I ~--.. 
Shift: (First or~) 

.... .. 

Monitor ID: /l/1 
. t .• <1'\. • ~-<:rv~ J.ooo 

lnstrument.Calibration Gase~: + · / 
· . T ~ c h ,'.,/ v <:... Yl "t. ( 6 .. f'f ;rl/ 

Background lnstruniEmt Reading: 
• (;I i) 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 

~~--
Offsite Combustion 

Y/N DatE;! Time 

Vapor Recovery System: Running Down 

. ·. ~ / - 11- /1) - ( 

CARBON OR ~LAR'9" - ~ I 

SDS Shreddet--"' Running Down f1 tJ. 
' 

1/ .!' - - I 

ATDU/OWS · Ru/g Down 
_:)/ 75 D 4 A) 

~ 

0 0, - -
. i I 

Area 8 --Tanks 52,53,54 Ru/g· Down 
tgJ c/ 4 Al ,2') y -

_{_Tanks 02 through 04) ·- ----
Distillation Unit Ru7g· Down 

I' ~I 0 4 1/ -----:Z_).:L l ro i. fo 
.- -

Tank 51· . Ru:;ng Down 

l () 8 ,j '"'· 
'. 

),"7_ 0 - -
Tank 55 R/'ing Down tJ 

{ ( - - ~ 

------------ -- ---- -· 

Revised 2/10/09 
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!t """" D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

., Condition 0.1.17 Record KE?eping Requirements (c) 
. 

PCI shall docume.nt compliance bY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

tnspect~r: 5·~~€~ If~ -.. 

Date of Inspection: _ ( 
. . t;ct 7 J 

!Time:_ 

Shift:~r Second) 
.~ .. 

. 

Monitor ID: 
I e 

lnstrumentCalibration Gases: 
So c> ID ffv\ 

Ba-ckground lnstrum(mt Reading: c: _() 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery Sy_15tem: Running Down 

CARBON . OR fCAR-1§1) 
i(V - ;..---

'---- I 

I 

SDS Shredde~ _Runnfng Down 
I C)l L vv I 

/ A 
~- ~ 

- i 

ATDU I OWS , Run~ng Down .7} r:J \)\_/ -
I) - --

Area 8 --Tanks 52,53,54 Running Down 
:J I .O !L ]_ f() -

/ 
- -

(Tanks 02 through 04) .- l I 

Distillation Unit Running Down 
-l I vv 

f 
A - - -

Tank 51- Running Down 
~\ 

j . 

/l lq 
-~ vv - ,-~~ ·-

.. 
Tank 55 Runn~ Down -- (" ¥ -~ _ _}LI 

\ 
-

I 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 

Condition 0.1.17 Ret.:ord KE7eping Requirements (c) · · . 

PCI shall docume'nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. · 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ·· ~- · 
. . . / ') CV(/";/L·. C~A-t lye. 

Date of lnsp~_c1ron: _ . · I Tim{(: C . 
. . Oc f. Ji:. ;2o;c; . · . ~f, 

Shift: (First o~ Yrt)~ -
Monitor ID: · /ke ;2. t/V/;/1 
Instrument. Calibration Gases: . · 

7

;,

1 

IJ'k 
· · ~;_)(;, '" Y/r/1 f.;, ltofJ.A'! 

Ba-ckground Instrument Reading: /. · ~ 
. • • , . , 1 (;~I 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor ~ecove~ s;rem: Running Down 

. 

CARBON OR_~~! * -·/ () 0 J1 AI - . ~--~- ,..----

·' 
. 

--· 
1 SDS Shredder _Runnfpg Down 

I J? 0 ;/ ,tJ Q// 
-~ --

i ' 

.,----

.. , 

i ATDU I OWS.-. ·'" Runni~JV Down 

_2~/_1 0 J) .--::---· _..-'"' 

I 
Q -..__._,_ 

Area 8 --Tanks 52,53,54 Runn!!UY Down / 

11 !J .l2l ,( () 
~- -

(Tanks 02-through 04) / -
Distillation Unit Run~~- Down 

4~fJ 
'-' 

1 (} il Ill --- / 

0 
Tank 51- . RunniY"- Down 

C'~ C) 
/ . {) lk lv - ~ 

' / 2. f 
'. .. . / 

Tank 55 Runn.!J;i{l Down 

q71/ J3l 0 IV v / 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 

Condition 0.1.17 Ret.:ord K<:;!eping Requirem·ents (c) · . _ 

PCI shall docume'nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan-ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

lnstrumentCalibrati_on Gases:j:'~{) 

Background Instrument Readin-g: 

Location of Carbon 
Control Device 

Vapor Recovery system: 

CARBON OR LA 
SDS Shredde 

ATDU I OWS --- . .;··· 

Area 8 --Tanks 52,53,54 
Tanks 02throu h 04 
Distillation Unit 

Tank 51 

Tank. 55 

Revised2/i0/09 

Unit Status 

Running I Down 

Runntng I Down 

1 Running 

/ 
Running 
/· 

Run~-

/ Running 

/ 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement-

Y/N Date Time 

-I 

·-I 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

~ 
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: 
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D. 1. CARBON ADSORPTION MONitORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M-onitoring 

Condition D. 1.17 Ret.:ord Kf?eping Requirements (c) 
. 

PCI shall docume.nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ·· /)~ ~] ~/; 
· _ · · t//e/1 /~ fue 
Date of Inspection: · · · !Time:/ {:S7 . - · IO -- 9' ~/tf 

-

Shift: (First or Secono) ,,.~ . 

;2P"l ' .• 
Monitor ID: 

r1, ~11 · · I< c..e 2 o u 
lnstrument.Calibrat~on Gases: »-~ y/ot e 16;:p/],v 

Background Instrument Reading: 

'0 /] 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in · 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery~tem: RunniJ Down 

CARBON . OR ~Re;) Ll 0· ll -~ - ..---- ,~ 

SDS Shredder- Runn~ Down n.J If /\,~ - ----u -
ATDU I OWS. ' Run/ Down 

.HJ2l 1 /l} r-1----

(:) 
.,....-- -------

Area 8 --Tanks 52,53,54 Ru~ Down q;z 7 /_tJ..! 4, ;V __.. 

(Tanks 02 through 04) j_'J~ J 
- ,/ 

Distillation Unit Ru~7· Down ' fr tV )~{) ----
.,-----

F (l / 
) 

Tank 51· . Run~y Down 
~ '-' 1 f! ~ '·~ 

1<_:) J IOU 
. 
t .. 3 j ~ ..---

'. 

Tank. 55 Run~ Down 

I {. 9 
\ 

tJ ~-

>12 ·o f ~ ---
Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

" Condition 0.1.17 Re<..:ord K~eping Requirements (c) 
PCI shall docume.nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

Date of Inspection:_ Time: 
/'' c:-1 L1 . . u._ 

Shift: Irs or Secori¢) 
... 

Instrument. Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Running Down 

~ 
·- ·- -

Ru?g Down - - -
ATDU I OWS.·. ,. Rurg Down -· --
Area 8 --:Tanks 52,53,54 Down 

Tanks 02throu h 04 - - -
' Distillation Unit Down - -- -
Tank 51· Runryng Down 

:~. 
~ 

~ -
Tank. 55 Runn!Jxl Down -- ~ -

Revised 2/i0/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

~ Condition 0.1.17 Ret.:ord Kf?eping Requirements (c) · · . 

PCI shall docume'nt compli<:ince py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

- -- --- - - ~ ---- ~ - . ---- ·- - -- - - - - - ·- - - - ·-- - -

lnspect~r:. ·· led (c-~o-f c ~ 

Date of lnspec~i:: · U Time: 
,) fJ_ 1/VJ 

· . 16/ t'O (/ . 

Shift: (First or~) 
.~ .. 

Monitor ID: rR ,~· _p dOOO :'~ A I 

lnstrument.Calibration Gases: ·j d- /, _ · 
. I_5u :[Jew ~-{ ·e_ </\. e t 6lirf{J 

Ba-ckground lnstrurrit:mt Reading: 
I 

.0 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device · 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

II /" 

~-~-

CARBON. OR ~~~* /' ·-· -· ~ -~ 

SDSShredd~ .Runnf'}9 Down 
0 11 ;/ 17 l AI - -

ATDU I OWS.·. -·• Running Down 

t:rro /f lr.J / 6. ( (? {) 
~ - ! 

.) / 

Area 8 --Tanks 52,53,54 Ru/g Down ) ( d II- ;J 
' 

0 
_....- -· I 

(Tanks 02through 04) I I A'-
.--

Distillation Unit Ru,ng. Down 
l c:u 7 4 dl t./ , I {)_ --· -

Tank 51· Running Down fo I$_.. 'L t, 0 /l J 
- }._ 

.. r/ 
-

'. 
-

Tank. 55 Running Down 
t/ 11 pJ c/ 

~ -. 
-- -- ··--

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

' Condition 0.1.17 Re<.:ord K~eping Requirements (c) . 

PCI shall docume'nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan-ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

i ~ 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: 

Shift: 

Ba-ckground lnstr1.mi€mt Reading: 

Location of Carbon 
Control Device 

ATDU I OWS. :.:··· 

Area 8 --Tanks 52,53,54 
Tanks 02-throu h 04 
Distillation Unit 

Tank 51-

Tank 55 

Revised 2/10/09 

Unit Status 

Running Down 

.Runnfng Down 

I Running Down 
f/ 

Runptng Down 
# ' 

Running Down 
/ -

I Run~_og I Down 

·1 Runnirig I Down 
/ 

Exhaust Visual 
Insp. 

Carbon 
Replacement-

YIN Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

·~ 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~·n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

' Condition 0.1".17 Ret.:ord Kfileping Requirem~nts (c) 
. 

PCi shall docume.nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ··~ J (, '--/ 
. e, .•) ,N';(() 'v:Vj 

Date oyi~~P.e'-fion: · · 
· . _iD; It f / ~' 

· V !Time:. tt/{ 

Shift: (First or~) 
.~ 

Monitor ID: . 

'"'' c ;lcoo 
. 

lnstrument.Calibration Gases: }:y · -/-- / · 
· · I 5 (J c,__ 'I '"G V'- < 1oc£l'r/ 

Background lnst~urrient Reading: u. .' 
. . ' . cO 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device · 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

/ 
Y/N Date Time 

Vapor Recovery Sy_st~m: 
R7 

Down If 
CARBON. OR ~~R.E"') - IV - ~ 

( 
·~-· 

I SDS Shredde~ .Ru7g Down . t/L/ 6 ff ;J -
(, 

-
I 

I ATDU I OWS.·. ' R~7 
Down 

.2> ( (, D ff rJ -
~]l -

Area 8 --Tanks 52,53,54 R~7 
Down c !{; ' /1 D If tJ --

(Tanks 02 through 04) I 
Distillation Unit Ru7g· Down ) ·c~ If ll) - -

·~ 3 () L . ) i 

Tank 51· ~u~g Down 
38'6 o,1 0_ 17 _A)_ 

- - 't 

.. -
Tank. 55 Runn!Ji(g Down 

7 CJ If II) -
rV CJ, f 

-

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Codditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 

Condition D.1".17 Ret.:ord KE?eping Requirements (c) 

PCI shall docume'nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Instrument. Calibration Gases: 

Ba-ckground ·Instrument Reading: 
' . . 

Location of Carbon 
Control Device 

Unit Status 

Vapor RecoverY system:- ~/-Running Down 

·.. /~ 

CARBON OR !Ft:::AffE>~: 

SDS Shredder--- I Rur_yJng Down 

A TDU I OWS . · ' 

Area 8 --Tanks 52,53,54 
Tanks 02 throuah 04 

Distillation Unit 

Tank 51· 

Tank. 55 

Revised 2/10/09 

Running I Down 

Running I Down 

Down 

Running I Down 

.. / 
Run _ _?khg I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement . 

YIN Time 

-

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

-~ 

~--
·~· 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

• i Condition 0.1.1 0 Carbon Adsorber/Canister M-onitoring 

· ~ Condition 0.1.17 Ret..:ord KE?eping Requirements (c) . 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

lnspect~r: ·· 0/Sttv{ i !16'0 _ ,/ -

Date of lnspection:=fM. · 
. . · La- _ r~tf I Time:. ~o. c¥~ 

: ... ,. 
Shift: (Firstor~) 

.... . . 

:.1 
Monitor ID: vY\ \~it~ 2iltz/ 
Instrument. Calibration Gases: 

. _ej'2) 4r,1~ i .. d ( ';;Jvl/''7 
Ba-ckground Instrument Reading: I 

l) 
Location of Carbon Unit status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

. Vapor ~ecovery ~y~tem: Running Down u .A ;J -
i CARBON OR ~E* / 

·- ~ 

SDS Shredder,.~_/ 
/ Runnfpg Down 0 A 7Y/ 0

/ 
;J '- ~ 

/ 
-

ATDU I ows ... I 
Running Down 

s·sl2 ll 11 ;J ~ 

/ 
~- -

Area 8 --Tanks 52,53,54 Running Down 
~) t,l (1 0 li ;1 

(Tanks 02through 04)_ / 0 ,o 3 I I, ~-
- L 

Distillation Unit Running Down 
0'77 (;' (. l~t 0 }\ ;J '--

I . - '-" 

i 

Tank 51· Runn~ng Down 
IJ-Stf- \. q I cJ 

~ '-- '~> ..___ 

.. I ~-

j Tank 55 Runn!J;jg Down cJ l 0 }rj 
1 -...__ ~-._ 

·-L__ __ --- -· 

Revised 2/10/09 
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_.. ' '<-'~ "'""..,. D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

' Condition 0.1.17 Ret:ord K~eping Requirem·Emts (c) 
. 

PCI shall docume.nt compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Background Instrument Reading: 
. . 

Location of Carbon 

Control Device 

Vapor ~ecov~ystem: 

CARBON OR ( FL~ 
SDS Shredde 

ATDU 1 OWS.·. ' 

Area 8 --Tanks 52,53,54 

Tanks 02throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running 

Runnfng 
. / 

Running 
/ 

Ru~ng 

Running. 

Down 

Down 

Down 

Down 

Running I Down 

/' 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement· 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

'i"· 
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, ....... .-c. D. 1. CARBON ADSORPTION MONitORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

1. Co.ndition 0.1.17 ReGard K(i)eping Requirememts (c) 
. 

PCI shall docume-nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan-ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

lnspect~r= --_ D s·~~ I 
1
)U_

5 
jy 

Date of 'o~tti~~ · Li 
. . \' --J 

!Time:_ ·~v~>t~ 
Shift: (First or Secm1d) -. ~)~-

Monitor ID: f/1 ,~J4uv 
instrument_ Calibration Gases: 

. T sr;L~ ~v~L /crt//1/rr" 

Background Instrument Reading: {/. 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down /u i} c/- lr -

CARBON . OR F~~ 

- I 

r_/" 

SDS Shredder'-..__/' .Runnfng Down 
/7;~ t& _r!_ 

I 

·- """ I 

/ 

. I 

ATDU I OWS.·- -- Runn!ng Down ,fl ~~ 
I 

7.13_ 0;1 

I 

~/ 

--. - --.. I 
I 

Area 8 --Tanks 52,53,54 Running Down 

11lct 0 A ;v - I 

_(Tanks 02through 04} 
~/. /) 

'-- ~ 

Distillation Unit Run13ing _ Down 

J-~ 
a· o v A ;J - ~ 

I 

/ 

~ 

! 

I 

Tank 51· . Ru~ng Down 
-~2 c;, f( _I A !! 

r-

b -) 
- - -

.. '/ 

Tank. 55 
Runnirig Down 

0 l !~ il: ~ i ·. 

~ ____./ 
..---

- - --

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

Condition 0.1.17 Ret.:ord Ke,eping Requirem·ents (c) 
. 

PCI shall docume'nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Instrument. Calibration Gases: 

Bm~kground Instrument Reading: · 
' 

. 

Location of Carbon 
Control Device 

Unit Status 

Running I Down 
~ 

CARBON OR 

SDS Shredd .Runr;!Pg Down 

ATDU I OWS.· . . ;•·· 1 Runnpg Down 

Area 8 --Tanks 52,53,54 Runn~ Down 

Tanks 02throu h 04 
Distillation Unit Runnr· I Down 

Tank 51· \ Runni~ I Down 

Tank 55 · J Runni?£l I Down 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement· 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

-
-

-~, 
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D. 1. CARBON ADSORPTION MONitORING LOG FOR DAILY AND QUARTERLY 

Condin~n D. I .1 0 Carbon Adsorb~r/Canister M.onitoring 

~ Condition D. 1.17 Ret.:ord KE;!eping Requirements (c) 

PC! shall docume-nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Instrument. Calibration Gases:_ 
I/ 

Background lnstrurri(mt Readiiig: 

Location of Carbon 
Control Device 

Unit Status 

Vc:B~ecovery System: I Running 

4-RBONJ OR FLARE* 

SDS"Shredder I Runnfng 

ATDU I OWS- ; 

Area 8 --Tanks 52,53,54 
Tanks 02throuah 04 
Distillation Unit 

Tank 51-

Tank. 55 

Revised 2/10/09 

Running 

Running 

Running. 

Running 

Running 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 
Offsite Combustion 

-~~-
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

Cor.:,-!ition 0.1.17 Ret.:ord Kf?eping Requirem~nts (c) . 

PGI shall docume-nt complic:ince qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

Instrument. Calibration Gases: 

Background lnstruniE:mf Readiiig: 

Location of Carbon 
Control Device 

Unit Status 

,-, ... • Running 
,/' 

Area 8 --Tanks 52,53,54 Runrg. 

Tanks 02-throu h 04 
Distillation Unit Running Down 

. /' . 

Tank 51 I Run;rg Down 

Tank 55 ·1 Run~g Down 

Revised 2/10/09 

Inlet 

I -
'' ''' 

Exhaust 

I I 

' ' ' ' ' 

I 

Visual 
Insp. 

!I .A: 

Carbon 
Replacement 

YIN Date Time 

-··-

I 1.-1~ 

1.-

' ' /1~1 -
I 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

} 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
Condition 0.1.17 Ret.:ord Keeping Requirements (c) · 

PCI shall docume'nt compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: . (\ S. ··J huL~') 
. U;,--:;;.; . 

Date of Inspection: · TTime: .. 
rU- 1 • 0 

Shift: (First or Second) hJ · · . 
Monitor ID: 

lnstrument,Calibration Gases: 

Background Tnstrum(mt Reading: O 

Location of Carbon I Unit status I Inlet 

Control Device 

-Vapor Re-covery:S-ystem: I Runn~~g I Down 

CARBON · OR ~R·e} ,/ 

SDSShredd~ Runnfng Down 

1~'/ y // 

ATDU I OWS ... .;•·:· Running Down ·1c/c) 
///_ "'- 1 & 

Area 8 --Tanks 52,53,54 Running Down ( 6 ( 1 (Tanks 02-through 04) / 

Distillation Unit Running Down 
3 l i / 

Tank 51· Running Down ,, 1 
/ uu 

'. 

Exhaust 

(; 
I. u 

1Lt 
_;; 
u 

t 1 i 
)i 

l Lt ~ 
0 

Visual 
I Insp. 

A 

Carbon Spent Carbon Placed in 

Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

~~/I .. _I . 
'/ 

I - I ~ 

I -· I -

I ~ I . ~ -

- I -~ 

I -~ 
/\./ - - -

J Tank.55 Runnirig Down 

,;2 cl ' /(I \ ~ 
\ i ' 

1\ • I '~ ' ~ 

-/ 

Revised 2/10/09 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
·Condition 0.1.17 Ret.:ord KE?eping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Date of lll~_ection:., 
. ve-t )) 

shift:Vr seco 

Monitor ID: 

instrument. Caljbrat~on Gases:J::SoBul L 
Background lnstruni(mfR.eadiiig: 

. . 

Location of Carbon 
Control Device 

ATDU I OWS.·. 

Area 8 --Tanks 52,53,54 
Tanks 02-throu h 04 

Distillation Unit 

Tank 51· 
.. 

Tank 55 

Revised 21i 0/09 

Unit Status 

Running I Down 

Runnfng Down 

1 Rurns Dovvn 

I Rutmina Down 

Down 

Ru Down 

·J RunJ'ritlg I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement· 

Y/N Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 
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D.1. CARBON ADSORPTION MONITOFt~.~ LOG FOR DAILY AND QUARTERLY 

Condition 0.1.10 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Instrument Calibratio:f~seh 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running/ Down 

r/ --~ - ~~·-~ - -

Down - -
ATDU I OWS Down --- --
Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 
-- -

Distillation Unit ~-- -
Tank 51 - -

Tank 55 -...-" --
Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
"' Condition 0.1.17 ReGard KE7eping Requirements (c) . 

PCI shall docume'nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Ba·ckground Instrument Reading: 
. . 

Location of Carbon 
Control Device 

Vapor Recove/~stem: 
~ . / "\, 

CARBON OR FLAR. 

SDS Shredder 

ATDU I OWS . . .; .. :· 

Area 8 -- Tanks 52,53,54 
Tanks 02-throu h 04 

Distillation Unit 

Tank 51· 

Tank. 55 

Revised 2/10/09 

Unit Status 

Runnin~v I Down 

/ 
Ru~:/-' I Down 

I Running I Down 
c// 
~ 

Rur I Down 

Runnirrg / . 
Down 

IR~/g Down 

·1 Runni~€( I Down 

i/ 

Exhaust Visual 
Insp. 

Carbon 
Replacement· 

YIN Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

..-..._ ~~ 

''~> 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 
.--~ " Condition 0.1.17 Ret.:ord Ke,eping Requireme,nts (c) 

PCI shall docume'nt compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

I 

'' '' I I 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 
Inspector: 

Monitor ID: 

Background Instrument Reading: 
a ·I 

() 

Location of Carbon Unit Status Inlet 
Control Device 

'. 

Vapor Recove Running .·· Down 
,/ v 

CARBON OR 

SDS Shredder .Runnfng / 

/ 
Down 

ATDU I OWS.-. ' Running/. 
:/' 

Area 8 --Tanks 52,53,54 Run~.::~/ 
Tanks 02throu h 04 

Distillation Unit Running 

Tank 51· Running/ 
J 

Tank. 55 Run7/ 

Revised 2/i0/09 

Exhaust Visual Carbon Spent Carbon Placed in 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 
YIN Date Time 

.- .;-;.... -
~· - r 

- .- r 

--- --
-·· -:. -·· 

- ~ 
'i<· 

~ 

-~-<·¥ ·~· -
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

9onditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

' Condition 0.1.17 Ret.:o.rd Keeping Requirements (c) 
PCI shall docume'nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

._ and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: --

Time: r 
·J 

.~ 

Background lnstrurrii:mt Reading: 

Location of Carbon Unit Status Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

/ ~ --
_Ru/ng Down - - -

A TDU I OWS .·. ·· Running - - -
Area 8 --Tanks 52,53,54 Runi}Jrfg - -- ~ 

Tanks 02throu h 04 
Distillation Unit - - -

. j/ 

Tank 51- Ruyning } 
- - -

Tank 55 Run9irig - -- ~-

-------- -····-

Revised 2/10/09 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

' Condition 0.1.17 Ret:ord K<?eping Requirements (c) , 

PCI shall docume'nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of lr.l}=ioection: ·. . . I Time: J .. 
I · · / b ~ /~- 2c' / o/ · · (} , 

Shift: (First or Second) 

Monitor ID: 
e 

Instrument. Calibration Gases: 

Ba·ckground lnstrumenf-R.eadirig: .,l ;u 
Location of Carbon 

Control Device 

. ' 

Vapor Recov;!X. ~ystem: 

CARBON . OR ~ARE;~-~) 
SDS Shredder 

ATDU I OWS.·. ;{"· 

Area 8 --Tanks 52,53,54 
Tanks 02throu h 04 

Distillation Unit 

Tank 51· 

Tank. 55 

Revised 2/10/09 

Unit Status Inlet 

Running Down 

Runntng Down 
/····' 

1 Rupning Down 

Runni~g 

Runni!),g: 

Runi}Jng 

Ru~pirig Down 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

, YIN Date Time 

- .. I ~-·· 

-+··· 

~~-' 

... 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

.·· 

-~. 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

. ! PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON OR ~ 
- ~~- -

SDS Shredder Running Down 

f 
~ --

ATDU I OWS Ruring Down 
~ ~ 

~ 

Area 8 --Tanks 52,53,54 Rm;;ming Down 

Tanks 02 throu h 04 
~ --- -

Distillation Unit Runrng Down - -
Tank 51 Run~ng Down --- - -
Tank 55 Running Down - - ---' 

Revised 2/10/09 
"~ I 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

\ Condition 0.1.17 Record K~eping Requirements (c) . 

PCI shall docume-nt compliance qy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION -- -~-- -- - ·- - --- - --- ----- --- - --- -

Inspector: ,· 

e_) CotM_£1-/-o~ .. 
Date ojlr.~sreftion: . 

. . lo tA I~. J Tim~=. '-e) ll i¥/ 
Shift: (First o(Sedo~ 

.. . ' 

' -
Monitor ID: 

'<'I .I Kt.!.._ .e.__ )ooo 
Instrument. _Calibration G':jesX . · 

J. '5 '0 h ' v '£. n._f I('.! r) f(J ,rv~ 

Ba~ckground Instrument Rettdihg: 
.(J! 0 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor ~ecoAstem: Ru7 
Down - - !+ rJ -

CARBON OR FL RE - I 

SDSShredd~ Ru~7 Down 
0 fr I 

J l I rJ -- -
ATDU I OWS.·. ·· Ru~ Down 

0 f+ -
I ILl 0 I AJ - --

Area 8 --Tanks 52,53,54 Run~ Down 
)3J<l fo, 7 ,.b If I I . JAJ 

.- -
(Tanks 02-through 04) 

-:-

Distillation Unit Ru~/9. Down 
,}. l7 {-- G,j () fl I . I dJ - _., -

Tank 51· . Ru,ng Down 
~.,I ff lu_ _:L 

to, 2 6 - _,. 
'. .. ! I .~ :) 

Tank. 55 Ru~g Down 
tJ --l)- - .,/ 

( 

Revised 2/l0/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Instrument Calibration Gases: .ISO 
Background Instrument Reading: 

Location of Carbon Unit Status Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Running 
r 

CARBON OR LA * 
- - -

SDS Shredder Running Down 

/ - ---
ATDU I OWS Runfg Down 

.~ ~ =' 

Area 8-- Tanks 52,53,54 Rufg 

Tanks 02 throu h 04 
- -~ 

Distillation Unit Runrg -- - -
Tank 51 Run. ing - -~ 

Tank 55 Runn? -- - --
-- -

- ---- - - ····-- --- ---- --

Revised 2/10/09 
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D.1. CARBON ADSORPTION MONITOR j LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 
- -- - --

Inspector: lfv;
4 

-~/2 J 
{JJ 'RYW •.OCV~~ 0 

Date of Inspection: 11 Time: 

tO. ;zn. t>AJll\ 
Shift: (First or ~eco_D:a) 

Monitor ID: 
A,·;(\: (2. u -e .:2 eo v 

Instrument Calibration Gases: £ 
-:r. '0 bdL( -€Ill -P tOO t}Q .vY1 

Background Instrument ReadingY 
I t 

0.0 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* / D 0 A ;t/ - - _____. 

SDS Shredder Run/ Down 

Go.c;- A Ill -- - --
ATDU I OWS Run/ Down 

1?.1 (.J i),-;.oc;- -~ A/ ..-- - -----
Area 8 --Tanks 52,53,54 Running Down 

~-S ;L'f) 1f 0 A /(; ..-- -
(Tanks 02 through 04) / -
Distillation Unit Ru/ 

Down 

1'3 L/(p 4.7 C) 
1(1 ;tJ ,.- -----

Tank 51 Run/ Down t. I 4 G>r 3. ~ -- .- -
Tank 55 Ru/ 

Down 

l~ L-/ ({}o 44 ")- A 11( ,A/ .....- -

Revised 2110/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

' Condition 0.1.17 Ret.:ord KE?eping Requirem~nts (c) . 

PCI shall docume.nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU', the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

tnspect~r=sM~uco_. 

Date of lnspectio'?.o · l. 
. . . oct l r / Time:. 5 ~C)() 
Shift: ~or Seco_n'o) 

.~ .. 

Monitor ID: m I R . 
. ;/It ere: ~oo 

Instrument . .Calibration Gases: 1 . 1(1 &r;_ e IC:ofv\f 
. . . . . <:So urc... I :::. Y) - I I 

Ba·ckground Instrument Reading: 0.() 
Location of Carbon Unit status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device · Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Dati;! Time 

Vapor Recov~stem: Running Down ·f} l(v 
~ () 0 -- ':_._. -

CARBON OR LAR 

SDS Shredd&t::-/ .Runn)P!J Down 

51.7 1.2 A vv - - -
ATDU I OWS.·. · Runrg Down 

7JSc5 . tS. \ A yv - - - ~ 

Area 8 --Tanks 52,53,54 Runr Down 
~\L (,~ ·o ft 

I 

(Tanks 02-through 04) 
yv - - -

Distillation Unit Run~ Down 

tAl. Co }.11 0 A yV - - - ' 

Tank 51· . Run~ Down ~-l /f.?_ /} vv- ....... ·~· 

StS' - -
'. 

Tank 55 Running Down 1-q c. ( 
~ 

4-/ /2() ~I. 2_ .rv - - f--

Revised 2/i0/09 



D.1. CARBON ADSORPTION MONITOI .G LOG FOR DAILY AND QUARTERLY 

· Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recove R7/ 
Down 

·--· - - -
Runnin / Down -

c--

ATDU I OWS Down --
Area 8 --Tanks 52,53,54 -
Tanks 02 throu h 04 -
Distillation Unit --
Tank 51 - -
Tank 55 Down ._ 

-

Revised 2110/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 
v. Condition 0.1.17 Re<.:ord KE!eping Requirements (c) . 

PCI shall docume.nt compli<ince py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 
Inspector: 

Ba·ckground Instrument Reading: 

Location of Carbon 
Control Device 

Unit Status 

Vapor RecoverY Syst:e~ I Running I Down 

. - "",.P''"''''~~ 

CARBON OR t:A:~ 

SDS Shredde . Run!}!llg Down 
J' 

ATDU I OWS.-. ;.;··· /Ru~g Down 

Area 8-- Tanks 52,53,54 Runnj.Rg Down 

Tanks 02throu h 04 
r , 

Distillation Unit Run!}jng. Down 

Tank 51· 1 Run? ng Down 

Tank 55 ·1 Runnfrig I Down 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

~-
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n D.1.1 0 Carbon Adsorber/Canister M.onitoring 
Condition 0.1.17 ReGard K~eping Requirements (c) . · · . 

PCI shall docume'nt compliance py monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 

Inspector: ~1 ) L 
1

-/, 

- .p - t5 -~-/? [J /1 

Date of l{pe·f~ 
' ' I& ).J-' 1

1 
· (J I Time:_ -~~~ 

Shift: (First or ~d) 
... . . 

Monitor ID: 
f'lv'\ ~- 0 ·. (r~ ~ · .Joo () 

Instrument Calibration Gases; _·-/ / 
' ~"i;O·bt, J -e_,"l 

Background Instrument Reading: I 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Run7' Down 

CARBON. OR_6J.)E* ---- ·-- fL A) - ---
SDS Shredder- .Run7 Down 

() .. It -----1'7 tJ - -
ATDU I OWS ·" Run7 Down 

S"d? Det1 0 fr tJ - - -
I Area 8 -- Tanks 52,53,54 Run;m Down 3</ ,2- .. o ff tJ (Tanks 02through 04} - ·-
1 
Distillation Unit Ru/g· Down 

l g ql/ 0 /)- tJ I ·. ---- -
i Tank 51· Ru/;g Down 

7 0~~ ff /J 
~-

0 - -
'' 

Tank 55 R~rig Down J {f' -
I ' -

--------

Revised 2/10/09 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

'- Condition 0.1.17 Ret.:ord K€?eping RequirerriE;mts (c) 
. 

PCI shall docume.nt compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Background Instrument Reading: 
. . 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON . OR J!~· 
l • 

SDS Shredd~/ 

ATDU I OWS. ' 

Area 8 --Tanks 52,53,54 

Tanks 02through 041 

Distillation Unit 

Tank 51· 

Tank. 55 

Revised 2/10/09 

Unit Status 

I Running I Down 

~un~n9- Down 

Running Down 

Running I Down 

I Runr,JHtg Down 
/ . 

Runl)krlg Down 

Runnjfl I Down 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

·r~ 



D. 1. CARBON ADSORPTION MONITORL LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Instrument Calibration Gases: 
Is 

Background Instrument Reading: 

Location of Carbon 
Control Device 

ATDU I OWS 

Area 8 --Tanks 52,53,54 
Tanks 02 throuah 04 
Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

-

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 
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0.1. CARBON ADSORPTION MONitORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

Condition 0.1.17 Ret.:ord K~?eping Requirements (c) 
. 

PC! shall docume'nt compliance l:)y monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Instrument. Calibration Gases: 

Ba·ckground Instrument Reading: 
' . 

Location of Carbon 
Control Device 

Unit Status 

Vapor Recovery System: I Running I Down 

CARBON.OR ~ 
SDS Shredder~ I.Runnfng I Down 

ATDU I OWS·' 

Area 8 --Tanks 52,53,54 
Tanks 02 throuah 04 
Distillation Unit 

Tank 51· 

Tank 55 

Revised 2/10/09 

/ 

Running 

Runnpg 

Running 
/' 

Running 
/ 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement· 

Y/N Date Time 

~ 

-. 

Spent Carbon Placed in 
Roll Off Box No. for 

Offsite Combustion 

~-
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: fJ.~S&~ l \n~s W 
Date of Inspection: j time: 

tf:: OOkrf' 
I G .~:JJLJ/1f 

Shift: (First or~~ ~ 

Monitor 10: t'!~vt~ &Jc,e 2 (}tru 

Instrument Calibration Gases: 
J~o h0c~L~ (a~-c;rt/YI 

Background Instrument Reading: ()/ 0 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

,~OR FLARE* 

I 6 
--- ~ 

-- i 

SB-S-Shredder 
Running Down 11 I G] 0 4- ~I 

' 

/" 

~ 

~ 
..__, 

ATDU I OWS 
Running Down 

l { eli 0 uv 4 "-._ 

(lj 
- ~ 

Area 8 --Tanks 52,53,54 Runniog Down 5 }_ c/ ,) ( ~ 
/t r~· 

(Tanks 02 through 04) 
J 

() 
,-

...._, ~ 

Distillation Unit Running Down 
Su~~1 

i 

1 I f) 
~ 

J 

-- --

Tank 51 
Running Doyvn 

12 ~ 0 A ~ ~ - -

/ " 

Tank 55 
Running Down ) "7ii1 f ;;/ '71 ' ( } ~~ 

~ 

ll 

-
--' 

Revised 2/1 0/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Sonditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

Condition 0.1.17 Ret.:ord K~eping Requirements (c) 

PCI shall document compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: . 

Instrument . .Calibration Gases: 

Ba-ckground Instrument Reading: · 
. . . 

Location of Carbon 

Control Device 
Unit Status 

Vapor Recovery System: I Running 

-~., . 
CARBO~~OR FLARE" 

Shredder I Runnfng 

Area 8 --Tanks 52,53,54 

Tanks 02-throuah 04 

Distillation Unit 

Tank 51· 

Tank 55 

Revised2/10/09 

Running 

Running 

Running . I Down 

Running I DJwn 

j' 

Running I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement· 

YIN Date Time 

~ 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

~: 



D. 1. CARBON ADSORPTION MONITOI G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspectorn ~ecm.r}\ s()JJ~.Qc(h 
Date of Inspection: I Time: 

to- 2 s--: .~vf ~CJ() 

Shift: (First o~ 

Monitor ID: 
;t1, n ,-~~..a -e (}.co o 

Instrument Calibration Gases: ~ k 
--::I <So vt '~~ -e /t e ICCJ ;~ JJ P'l/1 

Background Instrument Reading: r1 II 

c/.0 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 
/' 0 A ;V 

_..... ,...-

SOS Shredder Running Down 4 
' 

/ '3~1 
0 j\J - .....- - I 

ATOU/OWS Ru7 Down A 
I 

104(0 0 :so.! 
I 

;/ / 
.....- - I 

I 

Area 8 --Tanks 52,53,54 R7g 
Down A 

I 

cr~-o rO) 0 
~ ~ 

I 

(Tanks 02 through 04) 

;v -
Distillation Unit R/g 

Down 

/t./9{ /.~ 11 ~ 

0 A/ -- -
Tank 51 Ru7g Down ,15 A ~ 

.:<. f/t/. 2.. 0 _!/_ ,-

Tank 55 Ru~g Down /. _s-~ A 
(3 I~- { N --- .;,..--

Revised 2110/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M'onitoring 

'- Condition 0.1.17 Ret.:ord KEJeping Requirements (c) 
. 

. PCI shall docume.nt compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

:'' and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Ba-ckground Instrument Reading: 
. . 

Location of Carbon 
Control Device 

ATDU I OWS.·. ' 

Area 8-- Tanks 52,53,54 
Tanks 02throuah 04 

Distillation Unit 

Tank 51· 

Tank. 55 
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Unit status Inlet 

Running I Down 

Rurytmg Down 

Ru1)411ng Down 

Ruryfing Down 

Down 

Runfiing Down l n .~ 
· A05 

Run~rig Down 

Exhaust 

l ·i~ i () j 

Visual 
Insp. 

~ 

Carbon 
Replacement· 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 
Offsite Combustion 

·~ r ~ 
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D. 1. CARBON ADSORPTION MONITORif\IG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: (First or 

Monitor ID: 

Instrument Calibration 

Background Instrument Reading: 

Location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON OR L)i.~* 
SDS Shredde 

ATDU I OWS 

Area 8 --Tanks 52,53,54 
Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 
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Unit Status 

Running I Down 

' / 
l/ 

Runnil}g Down 

v 
I Runnir)~ I Down 

v 
Runltg I Down 

Runnipg I Down 

v 
1 Running I Down 

'V 
jRuVg I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

'Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 

Condition 0.1.17 Ret.:ord KE;)eping Requirements (c) 
. 

PCI shall docume.nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, theATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Shitt:c(Firs!)lr Secon~) 
"-:~----0-~' -

Monitor ID: 

Ba·ckground Instru-ment -Reading: 
. . . 

Location of Carbon 
Control Device 

Vapor Recovery System: 
. . . : . ,.,r'''~~······· ... 

CARBON 0!1""' FLARE* 

SDSShred®~ 

ATDU I OWS.-. ' 

Area 8 --Tanks 52,53,54 
Tanks 02throuah 04 

Distillation Unit 

Tank 51· 

Tank. 55 
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Unit Status 

Running Down 

Ru~~tn~/ Down 

J. 
RunHing.. \ Down 

I+ / 
Runni~l-f Down 

Runni~. Down 

Runni)lg Down 1 

Runniri,B" I Down 
/ 

Inlet Exhaust 

r ' I I 

Visual 
Insp. 

I 

Carbon 
Replacement· 

YIN Date Time 

I· I I I 

Spent Carbon Placed in 

Roll Off Box No. for 
Offsite Combustion 

·~. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
'1. Condition 0.1.17 Ret.:ord KE}eping Requirements (c) . 

~ 

PC! shall docume-nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ·· · D .. · -~~ · 
_ · . C1 :YV/ '1 tiM - · fi\ ·/1 rvt~-:5 

Date of Inspection: · · · 
. . · ·O(t ~ 

I Time:_ S :· () d ffv~" 
Shift: (First or ~co_~ 

, .. 
---
rJ 

- ' .] ........ 

Monitor ID: 
. /, 

')IV\ \~ ·1 ~I•U l ro·rJ 
instrument.Calibration Gases: 

· lsdLJ"f l I o 0 ,."1"/11~ 
Ba-ckground lnstrumemt Reading: 

0-
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Dati;! Time 
Vapor Recovery System: Running Down ;I . ,. (FLAR \ ~/ ~ :- c-- . -
CARBON OR FLARE*) 

SDS Shredder-- Runnfng Down .. r {) d ~ 
/"• --J 1 b; 

·"'"'-
./ 

ATDU I OWS _. ·· Running Down 
il 2 {~ 1/ 1 4 ;! ,_// 0 ~ ~ 

/' 

Area 8 --Tanks 52,53,54 Running Down b 12 'i { u k ;J ~ 

(Tanks 02through 04) 
~..// ---

Distillation Unit Running Down [ }5.2 C) A ;J ~ 

--' 
n ~ v !"' 

Tank 51 Running Down 
(;11 tl 

'~! 

r)tt A· 
y .. 

J C) -- / 
'" 

Tank. 55 Runnirig Down 
)_{;- c:/ L( _()_ \, r I r) A r/ / I '1 .·. - ~ 
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D.1. CARBON ADSORPTION MONitORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
" Condition 0.1.17 ReGard Ke,eping Requirements (c) 

PCI shall docume.nt compli<ince by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Instrument Calibration Gases:."1"<: ·. . . -LJO 

Ba-ckground lnstrurriemt Reading: 
. ' 

Location of Carbon 
Control Device 

Vapor Recovery System: 
.. 

CARBON 0 * 
SDS Shred 

ATDU I OWS.·. ,.;•·:· 

Area 8 --Tanks 52,53,54 
Tanks 02through 04) 

Distillation Unit 

Tank 51· 

Tank. 55 
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Unit Status 

Running I Down 

~ 

.Ru~ng I Down 

I Rup.ning Down 

Rl!JHling Down 

Rupning. Down 

I Run,P-ing Down 

·1 Running I Down 
./ 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

l'· 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
" Condition 0.1.17 ReGard K~eping Requirem·ents (c) . 

PCI shall docume'nt compliance l::!y monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 
Inspector: 

Monitor ID: 

Instrument. Calibration Gases: 

Background lnstrunii:mt Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 
Control Device Insp. Replacement Roll Off Box No. for 

Offsite Combustion 
YIN Date Time 

Vapor Recovery $~stem: Running Down 

' ': --- """ .,...- ,--
CARBON 0 FLARE:) 

.___ 

SDS Shredde Runnfng Down -· ~~-- ·-
~ 

·'·' 

ATDU I OWS.· . . ;•·:· Running Down - ~~~- f-" 

Area 8 --Tanks 52,53,54 Running Down ,_.. 
Tanks 02-throu h 04 ,,_,,. ~ .. -

Distillation Unit Running - ~ ~-

Tank 51· Runni~g· -~ 

~"·"'' -
~ 

Tank 55 Running 
/ 

~~~ ... ----. 
~·· 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 
'""' ~ 

Running Down 
/ 

~ _., 

ATDU I OWS Running Down _...., __, 

Area 8 --Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 
~ .-..,., 

Distillation Unit Down --, ......., 

Tank 51 Rupning Down -, -, 

Tank 55 Ru~ing Down --
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 
Condition 0.1.17 Record Keeping Requirements (c) 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: 

Monitor ID: 

Background Instrument Reading': 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

V' r:-- ~ -
Runninf Down 

v 
~ 

~- -
ATDU/OWS Running/ 

\/ 

____ , 
,.--- ,----

Area 8 --Tanks 52,53,54 -
Tanks 02 throu h 04 

,----- -
Distillation Unit --· --- ----
Tank 51 ~-- --
Tank 55 - --
Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
-. Condition 0.1.17 Ret.:ord KE}eping Requirements (c) . 

PCI shall docume-nt compliance bY monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4CARBON ADSORPTIONSYSTEM INSPECTION 
Inspector: .. 

Shift: 
/' 

1 

Instrument. _Calibration Gases: 

Ba·ekground Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 
. ....,_.___ --

.Runnfng Down - - -
ATDU I OWS.-. ; Running Down - -
Area 8 --Tanks 52,53,54 Running Down 

~ -
Tanks 02-throu h 04 

Distillation Unit Down - -
Tank 51- Running Down ~ - --
Tank 55 Runnpg Down - -- _. 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 
Condition 0.1.17 Record Keeping Requirements (c) 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: 

Dczl{~ e_o,o{ 7J e. 
Date of lnspectio2Q_ fLI 

Oc...-t. . 
/Time: 

) /) f¥} 

Shift: (First or~co~) 
-

Monitor ID: 
fl1it1' ((""~ Qc oc/ 

Instrument Calibration Gases: 
JJi) b tt .fv let1 e I u JN·" 

Background Instrument Reading: l 
(\ r' tV 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recov~tem: Running/ Down 

/ A ;J -. I ---CARBON OR A 

SDS Shredder Run?~ Down 
;)) () (![} I 

j1J -
ATDU I OWS Runn7· Down ' /1) I 

!7 ox () . &{ 0 /l - -=·-· --
I 

Area 8 --Tanks 52,53,54 Runnin/t Down 5 f Cj" 1, .. 7 0 
I N. (Tanks 02 through 04) l1 

Distillation Unit Runn/,. Down 

r i~ Q .. c\ 0 /l d - -·· 
fl ' 

Tank 51 Runnir Down v 

A N 
~ 

'1'1 1 I I , ,,) 0 
Tank 55 Runnin~/ Down 

\\ tl '"\'J_ GL J_ l o A ';v -- / 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1.1 0 Carbon Adsorber/Canister M.onitoring 
Condition 0.1.17 Re<..:ord K~?eping Requirem·ents (c) . 

PCI shall docume'nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tan·ks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 
Inspector: 

Monitor ID: 
\ 

lnstrumentCalibration Gases: 
) 

Background Instrument Reading: 

Location of Carbon Unit status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 
.. - -· ~ 

CARBON OR FLARE" 

SDS Shredder Run,7g Down - -----
ATDU I OWS.·. ·" Running Down 

/ -- - ~"r 

Area 8 -- Tanks 52,53,54 Running Down 
/ --

Tanks 02-throu h 04 - ---
Distillation Unit Running Down - - -
Tank 51· Running Down 1" 

.. / - - -
Tank 55 Rur/Jng Down ---- I ----
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) _ 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS ·shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
I (_j L o ,~;p f o V\. 

Date of lnspectio~~ 
ml'~l /1 

1/ 'Time: J\ 
s~~5~or~ 
Monitor ID: ' 

Ka___ ·c .)uoo ;-'if/ ' .r,. I 

Instrument Calibration G.!_ses: ~ /~ 
"'J 5 G h "'- · ·'(_;,.-, t'_ /0 () ftf 1"'1 

Background Instrument Reading: I 

0 .. 0 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON OR~* // -- lt ;l/ 
-- ·-

SDS Shredder-- Running Down 
G {c) 0 fi IV / 

- - -
ATDU I OWS Runnil).g Down 

(j 11 A) 
___.....--

/ /41/ 0 ''-1 - -
Area 8 --Tanks 52,53,54 Ruz 

Down 

413 0 4 A) --· 
_{Tanks 02 through 041 

II ') - -

Distillation Unit Run/ Down 
I l ?~ D· {~ I (j fl rJ - - -----------

[Tank 51 Ru~7 Down 
f ~ ~ 1 I, 7 0 (1 1!/ - -

i 

! 

I Tank 55 Running Down (1 lu ---· I 

- _;/_- ::~oo S (~ 8 - -
i ------------ ·- - ------
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Conditi~n 0.1. 10 Carbon Adsorber/Canister M.onitoring 
Condition 0.1.17 Re<.:ord K~eping Requirements (c) · 

PCI shall docume-nt compliance oy monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the DJstillatio.nl:Jnit, 

and the tan·ks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTIONSYSTEM INSPECTION 
Inspector: 

Shift: 

Instrument. Calibration Gases: 

Bm~kground lnstrurri(mt Reading: 

Location of Carbon 
Control Device 

Vapor Recovery System: 
.. 

CARBON OR 

SDS Shredde 

ATDU I OWS _ ' 

Area 8 --Tanks 52,53,54 
Tanks 02-throuah 04 

Distillation Unit 

Tank 51-

Tank 55 
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Unit Status 

Running I Down 

Runnfng I Down 

Running 

Running 

Running I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

_.__ 

-

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

} 

- ____ ., 


